
Classification of HIP roof v. GABLE shaped roof geometry 

It is recognized that Hurricane Andrew was one of the most destructive storms to hit the coastal regions 
of Florida. Andrew had sustained winds of 140 mph with gusts up to 164 mph as it moved through 
southern Florida.  In addition,the hurricane force winds extended 45 miles from the eye. The material 
cost of the disaster alone in 1992 was estimated at 20 to 30 billion dollars. Accordingly, this would 
reflect insurance concerns and related premiums charged to affected homeowners.  In 1992 the writer   
participated as a consultant on a truss industry Andrew damage assessment team. These opinions are 
limited to observed damage after this storm relative to classification of a hip roof v. a gable roof on the 
proposed Uniform Mitigation Verification Inspection Form.   

COMMENT 

Hip roof construction And simple gable shaped roof Geometry is a roof shape commonly formed by 
trussed roof construction (trussed rafters) or conventional framing constructed of common rafters and 
ceiling joists. Conventional framing  for framed homes or portions of the roof framing dependent upon 
the spans are also  constructed  of  only rafters and in flat roof construction of joist framing. Roof pitches 
vary as can bearing support locations including, if necessary, the differentiation between building 
widths, storey height i.e. one story and two story and adding additional considerations for the inspector 
who completes the check list. An incorrect interpretation may affect discounts to be applied to 
insurance premiums.  

With hurricane Andrew, Gable ends for gable roof construction were more  severely damaged than hip 
roofs. It was presumed that this damage occurred as a result of suction on the leeward side of a home. 
Typical construction of the gable for trussed rafters consists of 2x4 studs positioned to be loaded on the 
flat ( 1‐1/2inch face). The higher the pitch of the roof the longer length of some of the studs and the 
importance of lateral bracing to prevent excessive lateral bending as well as buckling from some loading 
conditions.  

Hip roof systems present an advantage due to their aerodynamic shape in addition to the inherent 
bracing charactertistics unique to hip trussed roof construction. This is due to the “end jacks” which are 
an integral part of hip‐roof system framing. However,it was observed that roof sheathing was equally 
lost from both roof and gable systems. This sheathing loss was representative of the higher pressure 
strips defined in ASCE‐7 under components and cladding.  

No aerodynamic testing (wind tunnel tests) have ever been performed for such construction. A question 
arises as to any changes in aerodynamic effects with hip roofs designed with valley set framing planted 
(constructed) on top of the trussed roof on which the valley sets are fastened. This framing is assumed 
to be supported and anchored to the main truss system upon which it rests.  This primary framing 
system is assumed to be independently anchored to resist the design loads regardless of the “plant‐on” 
valley set framing. Therefore, the roof should still be classified as a hip roof and not a gable roof. One of 
the valley set members may be located on an exterior wall (the longest span) exhibiting the appearance 
of a gable between the hip ends (for a rectangular building). This member may require lateral bracing of 
the web member(s) but classifying the entire roof as a gable roof as a result would be incorrect as well 
as raising the insurance premium of homeowners. Unless this information (testing) indicates otherwise 
it is a my opinion that structures that have the end‐wall conditions entirely constructed with standard 
hip roof framing as the primary framing system should be classified as HIP ROOF construction and not as 
a gable roof.1 

                                                            
1
 While the above reasons were presented on some of the construction differences between Hip roof v. Gable roof construction, It should not 

prevent the strengthening of gable end bracing and gable end installation to improve a buildings wind resistance capabilities . There should 
exist a procedure whereby  the inspection would allow for method(s) to improve such capabilities and allow for the homeowners premium to 
be modified accordingly.  

 


